fA e Material
FPC/FFC »+7 10023HS-NN x5 DESCRIPTION MATERIAL
G 1 HOUSING | PPS, UL94V-0
connectors { 2 TERMINAL Phosphor Bronze, Tin—plated
Emboss | SMT Available Pin
Tyoe | Tye PARTS NO. A B C
10023HS-04 7.0 5.0 3.0
Vertical NonZF 10023HS-05 8.0 6.0 4.0
Tipe Type 10023HS-06 9.0 7.0 5.0
10023HS-07 10.0 8.0 6.0
10023HS-08 11.0 9.0 7.0
10023HS-09 12.0 10.0 8.0
10023HS-10 13.0 11.0 9.0
p 10023HS-11 14.0 12.0 10.0
10023HS-12 15.0 13.0 11.0
i 10023HS-13 16.0 14.0 12.0
B 10023HS-14 17.0 15.0 13.0
. |t 10023H8-15 18.0 16.0 14.0
f-ﬂ’% il r( 10023HS-16 19.0 17.0 15.0
i 10023HS-17 20.0 18.0 16.0
1 10023HS-18 21.0 19.0 17.0
l il T 10023HS-19 22.0 20.0 18.0
o wi 10023HS-20 23.0 21.0 19.0
10023HS-21 24.0 22.0 20.0
10023HS-22 25.0 23.0 21.0
10023HS-23 26.0 24.0 22.0
R 10023HS-24 27.0 25.0 23.0
10023HS-25 28.0 26.0 24.0
10023HS-26 29.0 27.0 25.0
§ 10023HS-27 30.0 28.0 26.0
(—Hﬁ‘lﬂl(—uﬁ‘lﬂ 10023HS-28 31.0 29.0 27.0
ISART]/H\ARYY PR 10023HS-29 32.0 30.0 28.0
i 10023HS-30 33.0 31.0 29.0
10023HS-31 34.0 32.0 30.0
N
- Specification
o -
Voltage Rating AC/DC 50V
H H H 5} Current Rating AC/DC 0.5A
‘ L S Operating Temperature -25C~+85TC
T— : b- ‘ Lo i -t © Contact Resistance 30mS& MAX
‘ ‘ ! i < Withstanding Voltage AC500V/1min
M M I_ij e Insulation Resistance 100MQ MIN
Applicable Wire -
JML Applicable P.C.B 0.8 ~ 1.6mm
Applicable FPC/FFC 0.30+0.03mm
. Solder Height 0.15mm
PCB LAYOUT PCB ASSY Crimp Tengile Strength -
UL FILE NO -
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